
 

Emergency generator as a backup power system 3900 kVA (PRP) in a container with exhaust-optimized

Leitner diesel engine

 

 
       
 Completion:  
       
 Generating Set: stationary  Gen Set: container 40 Ft.  
       
 Technical Data Engine:  
 Engine Manufacturer: Leitner  Engine Type: LTE16V4900  
 Engine No.: in Produktion  Engine Power: 3.280 KW  
 Cooling: water-cooled  Starting: electrical 24 V DC  
 Rotation: 1500 rpm  Fuel: heating oil EN 590  
       
 Technical Data Generator:  
 Generator Manufacturer: Mecc Alte  Gen Set: ECO47HV-1L/4  
 Gen No.: in Produktion  Gen Power: 3.900 kVA  
 Voltage: 10 KV  Power Factor: cos. - phi 0,8  
 Rotation: 1500 rpm     
       
 Control Unit:  
 Setup: automatic start  Functions: emergency power  
 Switch: no breaker  Delivery: set up  
 Width ca. mm:   Depth ca. mm:   
 Height ca. mm:      
       
 Tank  
 Setup: external     
 Width ca. mm:   Height ca. mm:   
 Depth ca. mm:   Capacity / Litre:   
       
 Dimensions of unit:  
 Length ca. mm: 12.192  Height ca. mm: 2.896 + Schalldämpfer  
 Width ca. mm: 2.438  Weigth ca. KG: 32.600  
       
 Usage:  
 State: New  year of manufacture: 2024  

 time of delivery:
Aktuelle Lieferzeit: ca. 28 Wochen nach
AB

 Price plus VAT in ï¿½: on request:  

 Operating Hours: Neu     
 Location: Verl - Germany     
 Stock No:   Reserved: nein / no  
       
       
       
 Delivery Contents:  
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