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Emergency power supply unit 550 kVA as an emergency power system with a VOLVO Penta TAD1641GE

motor, soundproofed
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Completion:

Generating Set: stationary Gen Set: silent Set
Technical Data Engine:

Engine Manufacturer: Volvo Engine Type: TAD 1641 GE
Engine No.: 6029272 Engine Power: 430 KW

Cooling: water-cooled Starting: electrical 24 V DC
Rotation: 1500 rpm Fuel: heating oil EN 590
Technical Data Generator:

Generator Manufacturer: Mecc Alte Gen Set: ECO 40-1L/4
Gen No.: 1219999 Gen Power: 550 kVA
Voltage: 400/ 231 Volt Power Factor: cos. - phi 0,8
Rotation: 1500 rpm

Control Unit:

Setup: automatic start Functions: emergency power
Switch: mains/Gen switch 4 pole Delivery: parted separately
Width ca. mm: Depth ca. mm:

Height ca. mm:

Tank

Setup: Grundrahmentank

Width ca. mm: Height ca. mm:

Depth ca. mm: Capacity / Litre:

Dimensions of unit:

Length ca. mm: 4.800 Height ca. mm: 2.450

Width ca. mm: 2.000 Weigth ca. KG: 6.380

Usage:

State: good condition year of manufacture: sold

time of delivery: ex work Price plus VAT in i %z on request:
Operating Hours:

Location: Verl - Germany

Stock No: Reserved: jalyes

Delivery Contents:
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|MPORTANT ENGINE INFORMATION

VOLVOPENTA  /vuere Susen

OISPLACENENT 1612 -VALVE LASH:INT- 03m

ENGIE MODEL TAD 1841GE. EXAUSTEW i s
SO SASE cAc

ENGINE CODE  POWER  FUEL RATE STATIC TIMING LOW IDLE SPEED
KWhpm  mm3stroke. deg bef TD.C mm
M IV i X1 60 7 £

EU THIS ENGINE CONFORMS TO STAGE Il OF THE NON ROAD MOBILE MACHINERY DIRECTIVE
\PPROVAL
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