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Peak Looping Operation Polyma Generatingset

Completion:

Generating Set: mobile Gen Set: silent Set
Technical Data Engine:

Engine Manufacturer: MAN Engine Type: D 2842 LE
Engine No.: 598690/071 Engine Power: 387 KW
Cooling: watercooled Starting: electrical 24 V DC
Rotation: 1500 rpm Fuel: diesel
Technical Data Generator:

Generator Manufacturer: A. van Kaick Gen Set: DKBN 80/450 -4 TS
Gen No.: 5385 827 Gen Power: 450 kVA
Voltage: 400/ 231 Volt Power Factor: cos. - phi 0,8
Rotation: 1500 rpm

Control Unit:

Setup: automatic start Functions: peak load use
Switch: gen switch 3 pole Delivery: set up

Width ca. mm: Depth ca. mm:

Height ca. mm:

Tank

Setup:

Width ca. mm: Height ca. mm:

Depth ca. mm: Capacity / Litre: 1.000
Dimensions of unit:

Length ca. mm: 8.000 Height ca. mm: 3.550

Width ca. mm: 2.438 Weigth ca. KG: 16.000
Usage:

State: good condition year of manufacture: 1986

time of delivery: ex work Price plus VAT in ig%z: on request:
Operating Hours: 2131

Location: Verl - Germany

Stock No: 763 Reserved: nein/ no

Delivery Contents:

Product Images
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MAN

Nutzfahrzeuge GmbH
k Niirnberg West Germany

DIESEL ENGINE

Typ Model Motor-Nr. Serial No

990 B D2542.c J 5936590/071

y No  Leistg.kW Rating kW Drehz. 1/min Speed rpm

ta.PS Rating BHP AufsteilhGhe m L.N.N. Altitude i1
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